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Environmental Protection Agency Pt. 63, Subpt. ZZZZ, Table 2b 

TABLE 2a TO SUBPART ZZZZ OF PART 63—EMISSION LIMITATIONS FOR NEW AND RE-
CONSTRUCTED 2SLB AND COMPRESSION IGNITION STATIONARY RICE >500 HP AND 
NEW AND RECONSTRUCTED 4SLB STATIONARY RICE ≥250 HP LOCATED AT A 
MAJOR SOURCE OF HAP EMISSIONS 

As stated in §§ 63.6600 and 63.6640, you must comply with the following emission limitations 
for new and reconstructed lean burn and new and reconstructed compression ignition sta-
tionary RICE at 100 percent load plus or minus 10 percent: 

For each . . . 
You must meet the following emission 
limitation, except during periods of start-
up . . . 

During periods of startup you must . . . 

1. 2SLB stationary RICE ........................... a. Reduce CO emissions by 58 percent 
or more; or 

b. Limit concentration of formaldehyde in 
the stationary RICE exhaust to 12 
ppmvd or less at 15 percent O2. If you 
commenced construction or recon-
struction between December 19, 2002 
and June 15, 2004, you may limit con-
centration of formaldehyde to 17 
ppmvd or less at 15 percent O2 until 
June 15, 2007.

Minimize the engine’s time spent at idle 
and minimize the engine’s startup time 
at startup to a period needed for ap-
propriate and safe loading of the en-
gine, not to exceed 30 minutes, after 
which time the non-startup emission 
limitations apply.1 

2. 4SLB stationary RICE ........................... a. Reduce CO emissions by 93 percent 
or more; or 

b. Limit concentration of formaldehyde in 
the stationary RICE exhaust to 14 
ppmvd or less at 15 percent O2.

3. CI stationary RICE ................................ a. Reduce CO emissions by 70 percent 
or more; or 

b. Limit concentration of formaldehyde in 
the stationary RICE exhaust to 580 
ppbvd or less at 15 percent O2.

1 Sources can petition the Administrator pursuant to the requirements of 40 CFR 63.6(g) for alternative work practices. 

[75 FR 9680, Mar. 3, 2010] 

TABLE 2b TO SUBPART ZZZZ OF PART 63—OPERATING LIMITATIONS FOR NEW AND RE-
CONSTRUCTED 2SLB AND CI STATIONARY RICE >500 HP LOCATED AT A MAJOR 
SOURCE OF HAP EMISSIONS, NEW AND RECONSTRUCTED 4SLB STATIONARY RICE 
≥250 HP LOCATED AT A MAJOR SOURCE OF HAP EMISSIONS, EXISTING CI STA-
TIONARY RICE >500 HP 

As stated in §§ 63.6600, 63.6601, 63.6603, 63.6630, and 63.6640, you must comply with the fol-
lowing operating limitations for new and reconstructed 2SLB and CI stationary RICE >500 HP 
located at a major source of HAP emissions; new and reconstructed 4SLB stationary RICE 
≥250 HP located at a major source of HAP emissions; and existing CI stationary RICE >500 
HP: 

For each . . . You must meet the following operating limitation, except during 
periods of startup . . . 

1. New and reconstructed 2SLB and CI stationary RICE >500 
HP located at a major source of HAP emissions and new 
and reconstructed 4SLB stationary RICE ≥250 HP located at 
a major source of HAP emissions complying with the re-
quirement to reduce CO emissions and using an oxidation 
catalyst; and 

New and reconstructed 2SLB and CI stationary RICE >500 HP 
located at a major source of HAP emissions and new and 
reconstructed 4SLB stationary RICE ≥250 HP located at a 
major source of HAP emissions complying with the require-
ment to limit the concentration of formaldehyde in the sta-
tionary RICE exhaust and using an oxidation catalyst. 

a. maintain your catalyst so that the pressure drop across the 
catalyst does not change by more than 2 inches of water at 
100 percent load plus or minus 10 percent from the pressure 
drop across the catalyst that was measured during the initial 
performance test; and 

b. maintain the temperature of your stationary RICE exhaust 
so that the catalyst inlet temperature is greater than or equal 
to 450 °F and less than or equal to 1350 °F.1 

2. Existing CI stationary RICE >500 HP complying with the re-
quirement to limit or reduce the concentration of CO in the 
stationary RICE exhaust and using an oxidation catalyst.

a. maintain your catalyst so that the pressure drop across the 
catalyst does not change by more than 2 inches of water 
from the pressure drop across the catalyst that was meas-
ured during the initial performance test; and 

b. maintain the temperature of your stationary RICE exhaust 
so that the catalyst inlet temperature is greater than or equal 
to 450 °F and less than or equal to 1350 °F.1 
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40 CFR Ch. I (7–1–14 Edition) Pt. 63, Subpt. ZZZZ, Table 2c 

For each . . . You must meet the following operating limitation, except during 
periods of startup . . . 

3. New and reconstructed 2SLB and CI stationary RICE >500 
HP located at a major source of HAP emissions and new 
and reconstructed 4SLB stationary RICE ≥250 HP located at 
a major source of HAP emissions complying with the re-
quirement to reduce CO emissions and not using an oxida-
tion catalyst; and 

Comply with any operating limitations approved by the Admin-
istrator. 

New and reconstructed 2SLB and CI stationary RICE >500 HP 
located at a major source of HAP emissions and new and 
reconstructed 4SLB stationary RICE ≥250 HP located at a 
major source of HAP emissions complying with the require-
ment to limit the concentration of formaldehyde in the sta-
tionary RICE exhaust and not using an oxidation catalyst; 
and 

existing CI stationary RICE >500 HP complying with the re-
quirement to limit or reduce the concentration of CO in the 
stationary RICE exhaust and not using an oxidation catalyst. 

1 Sources can petition the Administrator pursuant to the requirements of 40 CFR 63.8(f) for a different temperature range. 

[78 FR 6707, Jan. 30, 2013] 

TABLE 2c TO SUBPART ZZZZ OF PART 63—REQUIREMENTS FOR EXISTING COMPRES-
SION IGNITION STATIONARY RICE LOCATED AT A MAJOR SOURCE OF HAP EMIS-
SIONS AND EXISTING SPARK IGNITION STATIONARY RICE ≤500 HP LOCATED AT A 
MAJOR SOURCE OF HAP EMISSIONS 

As stated in §§ 63.6600, 63.6602, and 63.6640, you must comply with the following requirements 
for existing compression ignition stationary RICE located at a major source of HAP emis-
sions and existing spark ignition stationary RICE ≤500 HP located at a major source of HAP 
emissions: 

For each . . . 
You must meet the following require-
ment, except during periods of startup 
. . . 

During periods of startup you must . . . 

1. Emergency stationary CI RICE and 
black start stationary CI RICE 1.

a. Change oil and filter every 500 hours 
of operation or annually, whichever 
comes first.2 

b. Inspect air cleaner every 1,000 hours 
of operation or annually, whichever 
comes first, and replace as necessary; 

c. Inspect all hoses and belts every 500 
hours of operation or annually, which-
ever comes first, and replace as nec-
essary.3 

Minimize the engine’s time spent at idle 
and minimize the engine’s startup time 
at startup to a period needed for ap-
propriate and safe loading of the en-
gine, not to exceed 30 minutes, after 
which time the non-startup emission 
limitations apply.3 

2. Non-Emergency, non-black start sta-
tionary CI RICE <100 HP.

a. Change oil and filter every 1,000 
hours of operation or annually, which-
ever comes first.2 

b. Inspect air cleaner every 1,000 hours 
of operation or annually, whichever 
comes first, and replace as necessary; 

c. Inspect all hoses and belts every 500 
hours of operation or annually, which-
ever comes first, and replace as nec-
essary.3 

3. Non-Emergency, non-black start CI sta-
tionary RICE 100≤HP≤300 HP.

Limit concentration of CO in the sta-
tionary RICE exhaust to 230 ppmvd or 
less at 15 percent O2. 

4. Non-Emergency, non-black start CI sta-
tionary RICE 300<HP≤500.

a. Limit concentration of CO in the sta-
tionary RICE exhaust to 49 ppmvd or 
less at 15 percent O2; or 

b. Reduce CO emissions by 70 percent 
or more. 

5. Non-Emergency, non-black start sta-
tionary CI RICE >500 HP.

a. Limit concentration of CO in the sta-
tionary RICE exhaust to 23 ppmvd or 
less at 15 percent O2; or 

b. Reduce CO emissions by 70 percent 
or more. 
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